PROJECT REF:

2" ROUND TOP RAIL TUBE,

. ALUMINUM 6000 SERIES
CONTRACTOR: (2) SD907.20 (#12 X %)
APPROVED BY: g/EsRsFl%g TTAPPING SCREWS
SIGN HERE: — 1-%" ROUND MID RAIL TUBE
239" ALUMINUM 6000 SERIES
1 (2) SD907.48 (#12 X 2")
(700 mm] S/S SELF TAPPING SCREWS
SELF-CLOSING PER POST
—— TOP RAIL AND MID RAIL GATE
POWDER COATED
SAFETY YELLOW S~
CUSTOM COLOR AVAILABLE A
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E ————— R 5 ALUMINUM 6000 SERIES
[1094 mm] P
19" L 80mm ALUMINUM EXTRUSION
i} Tl [ [483 mm] BASE FRAME - MILL FINISH
| 3l allic
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871" FRONT VIEW ISOMETRIC VIEW
12619 mm] 8-10%" E—
MAX. FLANGE (2696 mm] — (2) SD907.20 TEK SCREWS
LENGTH 2.9%" ONE EACH SIDE
s — (2) SD907.48 ROOF HATCH
b [847 mm] s ~ TEK SCREWS
FLANGE CONNECT TO ROOF HATCH
WIDTH THROUGH FLANGE -
5 \ MOUNTING HARDWARE INCLUDED
\ CONNECT TO ROOF HATCH
BN > o - THROUGH FLANGE -
MOUNTING HARDWARE INCLUDED
TOP VIEW

DETAIL C

DETAIL A

c ROOF HATCH
HINGE LOCATION EI?\‘%FE%T&HTI on
ROOF HATCH ROOF HATCH
5 HINGE LOCATION HINGE LOCATION
KG3096L KG3096R KG3096F1 KG3096F2
LEFT EXIT RIGHT EXIT FRONT EXIT 1 LEFT EXIT 2
NOTES:
1. ALL HARDWARE IS TO BE STAINLESS STEEL
2. INSTALLATION SHALL COMPLY WITH MANUFACTURER
INSTRUCTIONS & OSHA REGULATIONS
3. ALL CORNERS ARE TO BE JOINED BY ADJUSTABLE TOP RAIL DESCRIPTION PRODUCT CODE PAGE 1
AND MID RAIL ELBOWS. o 30 x 96 ROOF HATCH KG3096 1:45 OF 1
4. ALL EXPOSED TOP RAIL AND MID RAIL ENDS TO BE TERMINATED q sa e GUARDRAIL B i
A WITH END CAPS OR CLOSURE BENDS. Cep 0413012024 | A
MATERIAL FINISH KG%VVOGQV\E)OTD REV.
REV DATE BY COMMENTS ALUMINUM MILL FINISH :
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Please review and then sign and date this page indicating your approval that the details are accurate and you would like to proceed with this order. Once received, the

LOG ISTI CS LIG HTI N G product(s) will be scheduled for production. All orders are non-cancelable, non-refundable and non-returnable.
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